
Model                    Z10100

Supply voltage             

Open time range           

Close time range           

Current consumption        

Operating temperature       

Environment protection       

Switch capacity              

Inrush current               

Switch holding voltage        

Duty cycle                  

Switch life                   

Repeat accuracy               

Timing temp. coefficient         

Scale accuracy               

Reset/Test               

Connection             

Indicator                

Design standard         

24-240VAC/DC 50/60Hz

 0.5 to 10 sec.

 0.5 to 60 min.

 4 mA. Max

 -10°C to 50°C

 IP65, NEMA IV

 1 Amp.

10 Amps for 10 mSec.

 400V

100%

3E8 operations

±1%

±0.005°C

  ±10%

Manual touch switch

Din 43650 ISO-4400/6952

LED's to indicate phases

 VDE 0100C

Dimensions

Specifications  

Dimensions
Specifications  
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2/2 WAY SOLENOID VALVE
Anti-acid  &  alkal series, Direct actingi

SOLENOID VALVE TIMER
Setting on/off time for 2/2 way solenoid valve

Features Features

Applications

Installation

＊Direct acting and quick response.

＊Suitable for acid and alkaline 

    chemical fluid.

＊Fluid should be liquid.  Solid media 

    is forbidden.

＊Horizontal installation is required.
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110VAC
220VAC
24VDC

Voltage

03 

04 1/2"
03 3/8"

Port size

S

Solenoid

E

Ex-proof coil

N 

PS
N NPT

Thread

Blank

Anti-acid&alkali teflon 
2/2 way direct acting

PE220

Model

Port size

Fluid                

Orifice        

Acting                     

Diaphragm                    

Operating pressure range   

Max. operating pressure    

Body material               

Fluid temperature

Ambient temperature

Installation                 

Duty cycle                

Coil type                   

Protection class            

Insulation class                 

Voltage tolerance

PE220-03 PE220-04

 IP65 (DIN 40 050)

DIN

100% ED

Horizontal 

Teflon

NBR PTFE

Direct acting

Pure water, Chemical acid & alkali liquid

1/2" 

21 kgf/cm

±10%

3/8" 

5mm

-5℃ ～ 90℃ 

F

-20℃ ～ 60℃ 

20.1 ～ 1 kgf/cm

Standard voltage

Power consumption         

220VAC, 110VAC, 24VDC 
The other voltage is optional

AC110V:17.6VA ,
AC220V:18.1VA ,  24VDC:15W 

440g

＊Solenoid valve controller.
＊Selectable timing range.
＊24-240VAC/DC 50/60Hz.
＊DIN 43650 ISO-4400/6952.
＊IP65 NEMA 4.
＊Resetable.

＊Auto drain valve: Automatic discharge of condensate.
＊Sampling(gas or liquid), Air dryers.
＊Effluent sampling.
＊Sprinkler systems.
＊Pneumatic vibration systems(eg. Powder silos).
＊Automatic lubrication systems.

Open time (sec)

Close time(min)

Power flow timer
Screw 

Power supply

Gasket  
Solenoid valve

LED

 W/O LEDBlank

LED

Net weight

3E8 operations


